
PRODUCT OVERVIEW
for monocouplings, multicouplings 
and accessories



COUPLING TECHNOLOGY. 
MADE FOR EFFICIENCY.
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Dipl.-Ing. Aydin Hanedar
CEO RTC Couplings Europe

GLOBAL PRESENCE – INTELLIGENT SOLUTIONS

Since its founding in 2013, RTC Couplings has become one of the world’s leading 
coupling manufacturers. Our strength is our ability to develop new technologies and 
then integrate them into our products to give our customers real competitive ad-
vantage.

Our success and knowledge are based on many years of experience, our responsible 
employees and their commitment to the company.

Today we employ more than 250 people in over 10 nations.

In addition to a complete portfolio of quick-couplings, RTC designs and manufactures 
many other components and systems for use in a variety of applications, including 
hoses, manifolds and flow regulators and flow control systems.



PNEUMATICS

QUICK-COUPLINGS FOR



m
ax

. 

Page 5

PNEUMATICS  m
ax

. 

m
ax

. 

mm

» Find further couplings and more information on www.rtc-couplings.com

SERIE 013

7.5 35 bar
+100°C 

(NBR)

✓ One-handed operation

✓  Compatible Nitto Kohki Hi Cupla & Hi 
Cupla 200, Rectus 13, Cejn 315

SERIE 020

2.7 35 bar
+100°C 

(NBR)

✓ One-handed operation

✓ Industrial standard

✓ Compatible Rectus 20

SERIE 021

5 35 bar
+100°C 

(NBR)

✓ One-handed operation

✓ Industrial standard

✓ Compatible Rectus 21

SERIE 022

5.5 35 bar
+100°C 

(NBR)

✓ One-handed operation

✓  Compatible Rectus 14 & 22, 
Parker B53, Foster 210, Cejn 300, 
Aro 210, Amflo C38

PNEUMATICS

QUICK-COUPLINGS FOR

SERIE 002

7.2 35 bar
+100°C 

(NBR)

✓ One-handed operation

✓ Industrial standard

✓ Compatible Rectus 25 & 26, Cejn 320
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SERIE 025

7.8 35 bar
+100°C 

(NBR)

✓ Optimized flow

✓ Industrial standard

✓ Compatible Rectus 25 & 26, Cejn 320

SERIE 026

7.2 35 bar
+100°C 

(NBR)

✓ One-handed operation

✓ Industrial standard

✓ Compatible Rectus 25 & 26, Cejn 320

SERIE 027

10 35 bar
+100°C 

(NBR)

✓ One-handed operation

✓ High flow rate

✓ Compatible Rectus 27, Cejn 410

SERIE 033

8.5 35 bar
+100°C 

(NBR)

✓ One-handed operation

✓ High flow rate

✓ Compatible Rectus 33

SERIE 023

5.5 35 bar
+100°C 

(NBR)

✓ ISO 6150-B-12 / US MIL-C-4109-1/4

✓  Compatible Rectus 23 & 24, 
Parker B23, Foster 3003, Cejn 310, 
Hansen 1000, Amflo C38
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SERIE 042

12 16 bar
+100°C 

(NBR)

✓ High flow rate

✓ Compatible Parker 42

SERIE 043

12 
19

15 bar
+100°C 

(NBR)

✓ High flow rate

✓ Compatible Legris 8500L

SERIE 044

11 
16 
19

15 bar
+100°C 

(NBR)

✓ High flow rate

✓ Compact design

SERIE 045 4 
7 

10 
13 
19 
25 
32 
38

70 bar - 
310 bar

+100°C 
(NBR)

✓ High flow rate

✓ Compatible Parker ST, Hansen ST

✓ Made of brass, steel or stainless steel

SERIE 038

15 
19

35 bar
+100°C 

(NBR)

✓ One-handed operation

✓  NW15 Compatible Rectus 38, Hansen 
6000 / NW19 Compatible Rectus 
39, Hansen 7000
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SERIE 053
6 

10 
13 
19 
25

30 -  
50 bar

+100°C 
(NBR)

✓ Solid design

✓ Compatible Nitto Kohki TSP

SERIE 171

6 
8 

11
16 bar

+100°C 
(NBR)

✓ ISO 6150-C-10, ISO 4414, EN 983

✓ Push-Button 

✓ 2-stage safety release

SERIE 172

6 
8 

11
16 bar

+100°C 
(NBR)

✓ ISO 6150-C-10, ISO 4414, EN 983

✓ Push-Button 

✓ 2-stage safety release

SERIE 204
6 
7 

12 
19 
32

30 - 
40 bar

+100°C 
(NBR)

✓ Color and mechanical coding

✓ Compatible Walther UF-Type

SERIE 046 6 
9 

13 
19 
25 
30 
38 
50

155 -  
450 bar

+100°C 
(NBR)

✓ Compact design

✓ High variety

✓ Compatible Snap-tite H
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SERIE 451

3 
5.5 
8 

11

25 bar
+100°C 

(NBR)

✓ ISO 6150-C-10, ISO 4414, EN 983

✓ Rotating plastic sleeve

✓ 2-stage safety release

SERIE 452

5.5 25 bar
+100°C 

(NBR)

✓ ISO 6150-C-10, ISO 4414, EN 983

✓ 2-stage safety release

✓ Color and mechanical coding

SERIE 453

11 
19

25 bar
+100°C 

(NBR)

✓ ISO 4414, EN 983

✓ 2-stage safety release

✓ Ideal for heavy-duty applications

SERIE 460-468
3 

5.5 
8 

11 
19

Max. 
50 bar

+100°C 
(NBR)

✓ ISO 6150-B-12, ISO 4414, EN 983

✓  High flow rate

✓ Locking via swivel movement

SERIE 450

3 
5.5 
8 

11

25 bar
+100°C 

(NBR)

✓ ISO 6150-C-10, ISO 4414, EN 983

✓ Rotating metal sleeve

✓ 2-stage safety release



FLUIDS

QUICK-COUPLINGS FOR
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FLUIDS  

SERIE 090

6 
9 

13
16 bar

+180°C 
(FKM)

✓ European profile

✓ Optional with safety release

✓ Available as HT type

SERIE 093

8 20 bar
+180°C 

(FKM)

✓ Flat-Face technology

✓ Built-in coupling

SERIE 099

6 
9 

15
16 bar

+180°C 
(FKM)

✓ International profile

✓ Optional with safety release

SERIE 100

6 
8 

13
10 bar

+100°C 
(NBR)

✓ French profile

✓ Optional with safety release

FLUIDS

QUICK-COUPLINGS FOR

SERIE 070
4 
8 

10 
13 
16 
19 
32 
38 
50

50 - 
210 bar

+100°C 
(NBR)

+180°C 
(FKM)

✓ ISO 7241-1 Serie B

✓ Available in large diameters

✓ Stainless-steel
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SERIE 102 3 
6 
7 
9 

12 
16 
25

50 bar
+180°C 

(FKM)

✓ Push-Pull

✓ Flat-Face technology

✓ Ergonomic design

SERIE 105
9 

12 
16 
20 
25

16 bar
+180°C 

(FKM)

✓ Positive coverage

✓ High flow rate

✓ Available with protective cover

SERIE 106 19 
25 
33 
42 
50 
63 

110

10 bar

+100°C 
(NBR)

+180°C 
(FKM)

✓ One-handed operation

✓ High flow rate

✓ Available in large diameters

SERIE 108
6 
7 
9 

12 
16

180 bar
+180°C 

(FKM)

✓ Push-Pull

✓ Flat-Face technology

✓ Ergonomic design

SERIE 101 6 
9 

10 
12 
16 
20 
25 
38

16 bar
+180°C 

(FKM)

✓ Solid Design

✓ Color coded

✓ High variety
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SERIE 152 3 
6 
8 

10 
12 
16 
20 
25 
32 
38 
50

16 - 
50 bar

+180°C 
(FKM)

✓ Flat-Face technology

✓ Leak-free

✓ High variety

SERIE 170
3 

5.5 
8 

11 
12 
13 
14 
16 
19

300 - 
450 bar

+100°C 
(NBR)

+180°C 
(FKM)

✓ ISO 6150-C

✓ Push-Button 

✓ High variety

SERIE 205
5 
7 
9 

12 
19

40 -  
65 bar

+180°C 
(FKM)

✓ Flat-Face technology

✓ Ergonomic design

✓ Compatible Walther CT

SERIE 219

12 
19

20 bar
+325°C 
(FFKM)

✓ Ideal for thermal oil

✓ Solid design

✓ Compatible Walther 11

SERIE 123

3 
5 
8

260 bar

+100°C 
(NBR)

+180°C 
(FKM)

✓ Flat-Face technology

✓ Color coded

✓ Secure bayonet locking



HYDRAULICS

QUICK-COUPLINGS FOR



» Find further couplings and more information on www.rtc-couplings.com

m
ax

. 
m

ax
. 

m
ax

. 

mm

Page 15

HYDRAULICS  

HYDRAULICS

QUICK-COUPLINGS FOR

SERIE 80/81/83

4
1.000 - 
2.000 

bar

+100°C 
(NBR)

✓ Ultimate High Pressure (UHP)

✓ Leak-free

✓ Compatible Cejn 115, 116, 125

SERIE 103 6 
7 
8 

10 
11 
12 
15 
19 
25 
33

350 - 
800 bar

+100°C 
(NBR)

+200°C 
(FKM)

✓ Safety function

✓ Color coded

✓ Pressure release valve

SERIE 104 4 
6 
8 

10 
12 
15 
20 
25 
32 
37 
50 
75

16 - 
500 bar

+100°C 
(NBR)

+200°C 
(FKM)

✓ Stainless steel body

✓ Leak-free

✓ Inserts

SERIE 124
6 
8 
9 

12 
16

350 - 
450 bar

+200°C 
(FKM)

✓ Flat-Face technology

✓ One-handed operation

✓ Color coded

SERIE 072
5 
6 

10 
12 
16 
19

300 - 
400 bar

+100°C 
(NBR)

+200°C 
(FKM)

✓ ISO 16028

✓ Flat-Face technology

✓ Industrial standard
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SERIE 170
3 

5.5 
8 

11 
12 
13 
14 
16 
19

300 - 
450 bar

+100°C 
(NBR)

+200°C 
(FKM)

✓ ISO 6150-C

✓ Push-Button 

✓ High variety

SERIE 201 6 
7 

12 
19 
25 
32 
50

100 - 
250 bar

+100°C 
(NBR)

+200°C 
(FKM)

✓ Compatible Walther MD

✓ Solid design

SERIE 202 4 
6 

10 
16 
20 
32 
50

200 - 
2.000 

bar

+100°C 
(NBR)

+200°C 
(FKM)

✓ Compatible Walther HP

✓ Very high pressure range

SERIE 203
9 

12 
19 
32 
50

30 - 
100 bar

+270°C 
(PTFE)

✓ Compatible Walther TE

✓ Very high temperature range

SERIE 126
8 

12 
20 
25 
33

500 bar

+100°C 
(NBR)

+200°C 
(FKM)

✓ Flat-Face technology

✓ Safety locking

✓ Solid design
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✓ By phone +49 7161 98796-50

✓ By email mail@rtc-couplings.com

OUR TEAM IS 
READY TO HELP

Live-Chat and phone support are avai lable only from Monday to Friday,  7.30 - 17.30 Uhr

✓ On Live-Chat www.rtc-couplings.com



FOR INDI V I D UA L AP P LI CAT IO N S

MULTICOUPLINGS
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FOR I N D I V I D UAL APPLICATIONS

SERIE M099

6 
9

16 bar
+180°C 

(FKM)

✓ International profile

✓ Max. 24 connections / 12 circuits 

SERIE M101
6 
9 

10 
12 
16

16 bar
+180°C 

(FKM)

✓ Standard profile

✓ Max. 24 connections / 12 circuits

SERIE M103

10 200 bar
+200°C 

(FKM)

✓ Connect under residual pressure

✓ Max. 8 connections / 4 circuits

✓ Available with spindle

SERIE M104

8 
10

200 bar
+200°C 

(FKM)

✓ Flat-Face technology

✓ Max. 8 connections / 4 circuits

✓ Available with spindle

SERIE M090

6 
9 

13
16 bar

+180°C 
(FKM)

✓ European profile

✓ Max. 24 connections  / 12 circuits 

MULTICOUPLINGS

m
ax

. 
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SERIE M150

9 
12

16 bar
+180°C 

(FKM)

✓ Flat-Face technology

✓ Leak-free

✓ Max. 18 connections / 9 circuits

SERIE M152

6 
10 
12 
16

16 bar
+180°C 

(FKM)

✓ Flat-Face technology

✓ Max. 24 connections / 12 circuits

✓ Available as stainless steel type

SERIE M153

9 16 bar
+180°C 

(FKM)

✓ Flat-Face technology

✓ Leak-free

✓ Max. 20 connections / 10 circuits

SERIE MINICON

4 
6 
8

15 bar +80°C 
(NBR)

✓ Robust cast aluminum housing

✓ Max. 16 connections

SERIE M115

3 
5

100 bar
+200°C 

(FKM)

✓ Flat-Face technology

✓ Max. 16 connections / 8 circuits

✓ Available with spindle
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Flexible and fast: All quick-
couplings and multicouplings 
can be customised to your re-
quirements and are specially 
produced for your applicati-
ons.

Starting right from the first 
unit.

Electric multicoupling „ECO-Line“

NOT OFF-THE-S H E LF



FOR YOU R DA I LY N EEDS

ACCESSORIES
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COLLECTORS  

SERIE 117

✓ Brass collector

✓ Inlet sizes: 3/4“ - 1“ - 1 1/4“  

✓ Outlet sizes: 1/4“ - 3/8“ - 1/2“

SERIE 118

✓ Aluminum collectors with a high number of variety

✓ Inlet sizes: 3/4“ - 1“ - 1 1/4“ - 1 1/2“  - 2“

✓ Outlet sizes: 1/4“ - 3/8“ - 1/2“

SERIE 119

✓ Customised stainless steel collectors

✓ Inlet sizes up to 2“ 

✓ Outlet sizes up to 3/4“

FOR YOUR DAILY NEEDS

ACCESSORIES
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HOSES  

SERIE LOCK-90S

✓ Push to connect hose available in 3 colors 

✓ Max. temperature 90°C - Max. working pressure 28 bar

✓ Diameters 10 / 13 / 16 / 19 / 25

SERIE LOCK-120S

✓ Push to connect hose available in 3 colors 

✓ Max. temperature 120°C - Max. working pressure 16 bar

✓ Diameters 10 / 13 / 16 / 19 / 25

SERIE LOCK-140S

✓ Push to connect hose available in 3 colors 

✓ Max. Medientemperatur 140°C - Max. Arbeitsdruck 28 bar

✓ Diameters 10 / 13 / 16 / 19 / 25

SERIE RTH

✓ Stainless-steel-, ready-made on request

✓ Max. temperature 200°C - Max. working pressure 90 bar

✓ Max. diameter 25
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ACCESSORIES  

HOSE ASSEMBLY TOOL MTC-MX12

F o r  h o s e s  with 
up to 16 mm inner 

diameter

A d a p t e r s  f o r  d i f f e r e n t 
s i z e s  a n d  a n g l e s

E - 3 0  e m u l s i o n  f o r 
e a s y  i n s t a l l a t i o nH o s e  c u t t e r

SWIVEL ADAPTER

✓ Available as straight, 45° and 90° type

✓ Especially made for push to connect hoses

✓ Wahlweise aus Messing oder Stahl

HOSE PROFILES

✓ Available with different profiles

✓ Optionally made of brass, steel or stainless steel

✓ Up to 3“
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ACCESSORIES  

BALL VALVES

✓ Available with different handles

✓ Colors: red or blue 

ADAPTERS

✓ High variety of adapters for your daily assembly work

✓ Available made of brass, steel or stainless steel

TEMPERIERBLECHE

✓ Customised production

✓ Available straight or spiral shaped

PRESSURE PLUGS

✓ Available with thread or threadless

✓ Available with copper washer or O-ring
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MONITOR, VISUALIZE AND RECORD.

Huracan Flow Control is characterized by its 
contactless measuring principle and its intuitive 
control, which is based on the latest industry 
standards, ready for Industry 4.0.

Technical specifications:
• 6 – 72 cooling circuits
• 1 1/4“ Inlet and return
• 1/2“ cooling circuit connections
• Measuring range 1 – 60 l/min
• PT1000 temperature sensors
• Temperature range 5°C to 120°C
• Pressure range max. 8 bar
• IO-Link technology

Flow sensor:
•  State-of-the-art double ultrasonic flow sensor
• Contactless measurement
• Maintenance free, no machine downtime
• Integrated display with status LED
•  No risk of contamination, pressure loss or leaks

Control unit & visualization:
• Screen resolution 1024 x 600 Pixel
• Resistive 10“ touchscreen
• 64GB memory size
• Simple and intuitive user interface
• Storage of individual tool data records
• Logging of warning messages
•  Possibility to monitor the entire production at any 

workstation (requires network connection)
• Integrated USB and Ethernet interfaces

Find further information on 
huracan-flow-control.com

P R O C E S S  M O N I T O R I N G . 
INTUITIVE & WELL-THOUGHT-OUT.
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www.rtc-couplings.com

RTC Couplings GmbH 
Daimlerstraße 10 
73037 Göppingen

Tel.: +49 7161 98796-50 
Fax: +49 7161 98796-79 
E-Mail: mail@rtc-couplings.com
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GLOBAL PRESENCE – 
INTELLIGENT SOLUTIONS


